
 

3M™ Air-Mate™ Belt Mounted High Efficiency Powered Air Purifying 
Respirator (PAPR) 

 
Welcome and thank you for choosing the 3M™ Air-Mate™ Belt Mounted High Efficiency Powered Air Purifying 
Respirator or PAPR. 
 
During this short review, we will be discussing how to configure your Air-Mate PAPR System. The goal of this 
review is to show you how to maintain your system. We will cover replacement parts, cleaning and system assembly 
for this Air-Mate system. 
 
Additional detailed information can be found in your User Instructions packaged with the product or by calling the 3M 
Technical Service Hotline at 1-800-243-4630. 
 

 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

♦ This document has been encoded for a 
Windows operating system  

♦ This version of the interactive document 
requires at minimum an internet connec-
tion with (256Kbs) minimum connection 
speed and Acrobat Reader 6.0 or higher 
for proper operation  

♦ If there is no video, reaffirm that you are 
running Acrobat Reader 6.0 (minimum 
requirement)  

♦ If video problems persist, try closing 
other applications that may be consuming 
the required memory  

♦ If there is no audio or the volume is too 
low, right-click the audio setting icon and 
adjust accordingly  

♦ Sound but no video, click NEXT 
 
 
 

Double click picture to start video 
Click button to view video text 





 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Double click picture to start video 
Click button to view video text 







3M™ Air-Mate™ Belt Mounted High Efficiency PAPR—Replacement 
Parts 

 

 
 

Use of these products by untrained or unqualified persons, or use not 
in accordance with the instructions, may adversely affect product 
performance and result in sickness or death.  These products are to 
be used only by qualified persons who are properly trained in their 
use and maintenance, and only in accordance with their operating 
and maintenance manuals. Each person using these products must 
first read and understand the operators manual.  

 
For proper use, see your supervisor, product instructions and warn-
ings or call 3M OH &ESD Technical Service at 1-800-243-4630. In 
Canada call 1-800-265-1840 extension # 613 . 
 

   
Part No.: Part: Replace when: 

007-00-15R01 Battery Pack damaged, cracked or no longer takes a charge 

021-10-07R01 Back Cover (for PAPR unit) cracked, warped or otherwise damaged 

021-14-00R01 Airflow Indicator damaged or worn 

021-41-02R01 Waist Belt, nylon (59 in/150 cm long) Ripped, torn, frayed or damaged 

231-01-30 
PAPR Assembly (PAPR unit, battery, 
filter, belt and airflow indicator) 

Individual parts listed below with information on 
when to replace 

451-02-01R01 High Efficiency Filter, includes gasket 

with a properly charged battery, the airflow check 
does not pass, or if the filter is physically dam-
aged, water has entered the filter or to comply 
with local admin procedures 

520-01-61 Smart Battery Charger, 10-unit damaged or light will not turn on 

520-01-61FIV 
CANADA ONLY - Smart Battery 
Charger, 5-unit damaged or light will not turn on 

520-01-61SGL 
CANADA ONLY - Smart Battery 

Charger, single unit damaged or light will not turn on 



3M™ Air-Mate™ Belt Mounted High Efficiency PAPR—Replacement 
Parts 

Part No.: Part: Replace when: 

520-03-63R01 
PAPR Unit (does not include battery 
pack, belt and airflow indicator) 

cracked, warped or, with a properly charged battery 
and new filter, the battery does not work 

520-03-72 Smart Battery Charger, 5-unit damaged or light will not turn on 

520-03-73 Smart Battery Charger, single unit damaged or light will not turn on 

520-04-24 External Battery Charger damaged 

BE-10-20 Hood: white, regular sz, 50 pack 
torn, seaming is loose, difficult to see through the 
faceshield 

BE-10-3 Hood: white, regular sz, 3 pack 
torn, seaming is loose, difficult to see through the 
faceshield 

BE-10L-20 Hood: white, large sz, 20 pack 
torn, seaming is loose, difficult to see through the 
faceshield 

BE-12-3 Head Cover: white, regular sz, 3 pack 
torn, seaming is loose, difficult to see through the 
faceshield 

BE-12-50 Head Cover: white, regular sz, 50 pack 
torn, seaming is loose, difficult to see through the 
faceshield 

BE-12B-3 Head Cover: blue, regular sz, 3 pack 
torn, seaming is loose, difficult to see through the 
faceshield 

BE-12B-50 Head Cover: blue, regular sz, 50 pack 
torn, seaming is loose, difficult to see through the 
faceshield 

BE-12L-3 Head Cover: white, large sz, 3 pack 
torn, seaming is loose, difficult to see through the 
faceshield 

BE-12L-50 Head Cover: white, large sz, 50 pack 
torn, seaming is loose, difficult to see through the 
faceshield 

BE-12LB-3 Head Cover: bllue, large sz, 3 pack 
torn, seaming is loose, difficult to see through the 
faceshield 

BE-12LB-50 Head Cover: blue, large sz, 50 pack 
torn, seaming is loose, difficult to see through the 
faceshield 

BE-224 38in polyurethane breathing tube 

Rubber o-ring gasket is missing from the connector 
or if the tube is punctured, cracked, worn or no longer 
flexible 

CB-1000 
Comfort Belt (fits waist sizes 26-52 in/66 
to 132 cm) Ripped, torn, frayed or damaged 

GVP-117 Waist Belt, Vinyl Ripped, torn, frayed or damaged 
GVP-127 Waist Belt, web Ripped, torn, frayed or damaged 

W-3228 Breathing Tube Cover punctured, ripped, torn or no longer flexible 



 

3M Occupational Health and  
Environmental Safety Division 
(OHESD) 

In the U.S. , contact: 
Customer Service 
1-800-328-1667 
Technical Assistance 
1-800-243-4630 
Fax On Demand 
1-800-646-1655 
Internet 
http://www.3M.com/occsafety 
For other 3M Products 
1-800-3M-HELPS 
 

In Canada, contact: 
3M Canada Company, OH & ESD 
P.O. Box 5757 
London, Ontario N6A 4T1 
Customer Service 
1-800-265-1840 
Technical Assistance (Canada Only) 
1-800-267-4414 
Fax On Demand 
1-800-646-1655 
 
Technical Assistance In Mexico 
01-800-712-0646 
5270-2255, 5270-2119 (Mexico City only) 
Technical Assistance in Brazil 
0800-132333 
Fax On Demand O.U.S Locations 
1-651-732-6530 

3M Occupational Health and Environmental Safety Division 
3M Center, Building 235-2W-70       
St. Paul, MN 55144-1000 
                                                                                                                                                    ©  3M May 2007.  All rights reserved. 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


	Button1: 
	Button2: 
	Button3: 
	Button4: 
	Button5: 
	Button6: 


